


Installation Instruction

1. Push clip button via screw, and separate housing from main body.




2. Connect fan with draught fan and electrically operated valve as per below illustration.
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Notes:

his illustration is about wiring for three-way electrically operated valve / magnetic valve.
For two-way electrically operated valve / magnetic valve, keep E port empty.



3. Remove the housing, and fix this product in the inner box via 2*screw.
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4. Close the housing to finish installation (Please be noted that attach the housing to the slot of

main body completely)

Housing Slot

=>

I

ain Body



Network Setting

This product can be used independently, and realize network control with gateway as well. Please
make sure the gateway (additional purchase) works normally. Ensure that power is supplied to this

product, and it is within the effective communication range of the gateway.



1. Add ZigBee Network
Quickly click [ON/OFF Key] 4 times, and [LED Indicator] is flashing to apply for joining ZigBee

network. After joining ZigBee network successfully, [LED Indicator] is on 2s, and then goes out.

[LED Indicator] is on 2s,
and then goes out.

@ Quickly click [ON/OFF Key] 4
times, and each click is less
than Is.



2. Exit ZigBee Network
Long press [ON/OFF Key] 10s. [LED Indicator] is flashing 4 times, and then goes out. This

product restores to factory setting and exit ZigBee network.

[LED Indicator] is flashing
4 times, and then goes out.

@ Long press [ON/OFF Key]
10s.
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Cautions

oCut down the power before installation! It’s dangerous to operate with power on.
Non-professional operation is strictly prohibited.

oThis product must be installed in the plastic box! Installation in the metal cassette may
weaken wireless communication signals so that it may lower the communication
efficiency.

o When installing this product, please keep it away from air outlet of fan and avoid direct
sunlight.

e Wipe the dust on the product by soft cloth. Cleaning by the corrosive cleansing liquid

and other chemical solvent is forbidden.






